
TH2-EVO | M6T-EVO

TH2-EVO

Tank volume: 0.5ml/1ml/1.2ml
Dimensions: Φ0.41 × 2.05/2.44/2.60H (in)
Φ10.5 × 52/62/66.2H (mm)
Resistance: 1.4 Ω
Aperture size: 4 × Φ2mm
ScScrew-on/snap-fit ceramic mouthpiece 
(0.5ml & 1ml)
Snap-fit ceramic mouthpiece (1.2ml)
Borosilicate glass body
Medical-grade stainless steel center post

M6T-EVO

Tank volume: 0.5ml/1ml
Dimensions: Φ0.41 × 2.26/2.67H (in)
Φ10.5 × 57.4/67.9H (mm)
Resistance: 1.4 Ω
Aperture size: 4 × Φ2mm
Snap-fit/press-in plastic mouthpiece
BBPA-free plastic body
Medical-grade stainless steel center post

*Data above compared to the first generation ceramic heating platform

FEATURES

Enhanced Taste
Ultra-even heat distribution, up to 
34% more flavorful clouds and 
smoother vapor

Ultimate Safety
57%↓ production of harmful byproducts, 
such as aldehydes and ketones

Larger Clouds
Optimized ceramic formulation and 
coil design, more vapor 50%↑ live 
resin | 28%↑ THC distillate

Sustainable Solution
Aqueous system casting, 35%↓ 
greenhouse gas emissions

Maximum Consistency
Advanced oxidation-resistant coil 
treatment, 20%↑ product consistency

HTE/Live Resin Compatible
Highly efficient and even heat distribution, 
maximizing the efficacy of the extract

PACKAGING

Silicone Mouthpiece Caps Packaging Preloaded on mouthpieces

Trays

Material Foam

Slot Qty. 50pcs/tray

Slot Center Distance 14mm

Dimensions

Mouthpiece Tray: 152*82*15mm 

Cartridge Tray: 
152*82*15mm (0.5ml), 
152*82*20mm (1ml),
152*82*20mm (1.2ml)

Silicone Bottom Caps

Diameter 8mm

Color Transparent white

Packaging Preloaded on cartridges

Whole Packaging /
Mouthpieces and cartridges
packaged in separate
master cartons

Parts Specs Standard*

Snap-Fit Standard

Silicone Mouthpiece Caps Packaging
NOT preloaded on 
mouthpieces, but 
packaged separately

Trays

Material Foam

Slot Qty. 50pcs/tray

Slot Center Distance 14mm

Dimensions

Mouthpiece Tray: 152*82*15mm 

Cartridge Tray: 
152*82*15mm (0.5ml), 
152*82*20mm (1ml)

Silicone Bottom Caps

Diameter 8mm

Color Transparent white

Packaging Preloaded on cartridges

Whole Packaging /
Mouthpieces and cartridges
packaged in separate
master cartons

Parts Specs Standard*

Press-in Standard

*Customization options available upon request. 

Scan the QR code for filling and capping directions

FILL & CAP

CUSTOMIZATION
Resistance Aperture size

1.7Ω, 1.9Ω, 2.1Ω 4 x Φ1.2mm, 4 x Φ1.6mm

Mouthpiece

Material

Ceramic Metal Plastic

Degradable 
PLA

Wood

Shape

Duckbill-A Duckbill-B Duckbill-C

Bullet Hourglass Barrel

Finish:Color

Cartridge

M6T-EVO

TH2-EVO

Area

Reservoir, decorative ring

Reservoir

Silkscreen printing, digital printing, 
laser engraving

Finish

Silkscreen printing, digital printing, 
laser engraving


